
                    

 

ȉȠ STA -91 İȓȞαȚ țαĲİȣșȣȞĲȚțȩ (polar15Hz-18KHz)    

cardioid) ȝȚțȡȩĳωȞȠ πȑĲȠȣ ȝİ  ĳȓȜĲȡȠ πİȡȚȠȡȚıȝȠȪ  
αȞαįȡȐıİωȞ.         ΠαȡȑȤİȚ πȜȒȡȘ țαȚ ıαĳȒ ȒȤȠ ȝİ 

πȡȠıαȡȝȠıȝȑȞȘ απȩțȡȚıȘ ıȣȤȞȠĲȒĲωȞ, γȚα ĲȠπȠșȑ 

-ĲȘıȘ πȐȞω ıĲȠ țİĳȐȜȚ.   ΕȟαȚȡİĲȚțȩ γȚα ȤȡȒıȘ ȝİ 
αıȪȡȝαĲȠ πȠȝπȩ ıȫȝαĲȠȢ.   

ΤǏοĳοįοĲİǁĲαǈ μİ ĲǏİǁǐ 
μπαĲαǏǁİǐ ΑΑΑ ǉαǈ ƿχİǈ 
įǈαǉόπĲη παǏοχǀǐ Ĳƾıηǐ. 
***    Powered by three 
AAA batteries and has a 
power supply switch. 

 

                    

 

 

STA – 91  Condenser Lapel microphone (cardioid polar) (15Hz – 18KHz) 

directional and has a filter restriction feedbacks. The microphone element provides 

full, clear sound. Its frequency response is tailored to body-worn applications.   

Excellent for use with wireless body-pack transmitter.  

Include battery pack POW-45.                ** Connect to an amplifier or any console. 
 

  
  ȈȣȞȠįİȪİĲαȚ ȝİ ĲȡȠĳȠįȠĲȚțȩ POW 45.   ΣυνįȑİĲαȚ ıİ İνȚıχυĲȒ țαȚ țονıόȜα. 


